
SEALED QUOTE – SPECIFICATION 1-2020
ZERO TURN RIDING TRACTOR WITH MULTIPLE ATTACHMENTS
CITY OF WAUPUN

Bidder Instructions
Quotations will be received by the Director of Public Works for the City of Waupun, Wisconsin, at the City Hall, 201 East Main Street, Waupun, Wisconsin, until 10:00 a.m. on Thursday, January 30, 2020. The following information details the requirements.  Envelopes must be labeled “ZERO TURN RIDING TRACTOR WITH ATTACHMENT”. Please provide quotation breakdown and total in space provided. 

The City reserves the right to reject any and all bids, waive or not to waive any formalities in the bids received, and to accept any proposal which the City deems most favorable to the interest of the City.  The Board of Public Works decision as to qualifications will be final.

The following specifications describe the minimum requirements for a zero turn riding tractor with attachment. The equipment bid shall be new, and of the current production model. All specifications advertised must comply with SAE definitions and standards.  Bidder must answer YES or NO to each specification line item except where asked to state specific data. Failure to answer correctly, or failure to respond will deem your bid as non-responsive.  All line items with a “NO” response, shall be explained under “DEVIATION”. Successful bidder must supply operator’s manual, parts book, and service manual at time of delivery. Warranty service and parts must be provided within the county where unit is to be delivered.

DESCRIPTION      	YES	NO	DEVIATION

TRACTOR UNIT
ENGINE
· 3-cylinder common rail						
· Liquid cooled						
· Diesel with EGR and diesel particulate filter DPF						
· 36.8 hp (27.4 Kw) rated at 3000 RPM						
· 80 ft – lbs @ 1950 RPM						
· High Idle 3000 RPM						
· Low Idle 1400 RPM						
· Displacement 1642 cc						
· Remote mounted Donaldson air filter						
· External spin on oil filter						
· High flow fixed fan						
· EPA Tier IV Final Compliant						

FUEL SYSTEM
· Diesel fuel						
· 11.5 U.S. gallon fuel tank capacity						
· Fuel gauge						

ENGINE  LUBRICATION
· 5.5 Quart Capacity 						
· Spin on oil filter						
· Oil pressure warning light						

ENGINE COOLING SYSTEM
· Rear mounted						
· Cross Flow						
· 6.5 fins per 1”						
· 8 quart (7.6 Liter) capacity						
· Temperature Gauge						
· Indicator Light						
· Overtemp Protection Circuit						

ELECTRICAL
· 540 cold cranking amp battery						
· 12 Volt, 55 Amp internal regulated charging a 3150 RP alternator						
· Battery Disconnect						
· Onboard LCD Display show gauges						
	Service reminders
	Alerts & faults
	Electrical system diagnostics
	Indicator coolant temp
	Intake temp
	Low oil pressure
	Alternator
	Engine hours
	Engine RPM
	Hydraulic oil temp
	Voltage

DRIVE SYSTEM
· Two-wheel drive: independent high-torque, low-speed wheel 
motors with 310cc displacement						
· Integrated transmission with two independent closed-loop 
hydrostatic circuits						
· One pump / motor controlling left side forward, neutral, and
 reverse 						
· One pump / motor controlling right side forward, 
neutral, and reverse						
· Pumps are variable displacement piston type with slippers 
and full stroke						
· capacity of 18cc/rev						
· Hydraulically actuated wet multi-disc clutch is part of
integrated Transmission						
· Transmission directly mounted to engine via bell housing						
· 0-12.5 mph mow/transport speed, infinitely variable						
· 0-8.5 mph reverse speed, infinitely variable						

BRAKES
· Service Brake: twin levers with dynamic braking through 
hydrostatic  transmission						
· Parking Brake: Hand actuated brake lever located right 
of operator with two 10.25” diameter disc brakes 
mounted on the rear wheel motors						

TIRES
· High flotation turf tread tires						
· Front Caster -4-ply ribbed tread, tubeless 15 x 6-6 20-22 psi 						
· Drive- 24 x 12-12 6 ply pneumatic tubeless, demountable 
and interchangeable tread						

FRAME
· High strength steel frame components 						
· Welded construction						

CONTROLS
· Adjustable twin steering sticks with high performance 
hydraulic dampers						
· Rev/N/Forward, located on sides of operator 						
· Right side control console featuring:						
· Key switch Throttle
· PTO engagement
· Remote Hydraulics Selector Switch (optional)
· Hydraulic deck lift raise / hold / lower / float switch located 
at end of right handle						
· Parking Brake: Hand actuated brake lever						
· Rear Hydraulic Lift (optional):  Raise/Hold/Lower/Float.   Electric 
switch right side of operator						

WARNING LIGHTS
· High engine coolant temperature						
· Low engine oil pressure 						
· Glow plug						
· Low battery voltage						

OPERATOR SEAT
· High back 2-piece cushion seat with drain hole 						
· Deluxe low profile suspension						
· Adjustable for operator weight, seat back angle, seat fore/aft 
position, lumbar support and armrest height						
· Retractable seat belt
· Built-in cup holder and personal storage reached from seat

SAFETY INTERLOCK SYSTEM
· Tractor neutral						
· Operator presence (Engine will shut down if operator is not in seat
and traction sticks are moved to the operation position.)						
· Parking brake						
· PTO (on)						
· Auxiliary hydraulics (on)						
· High temp (PTO will shut down but engine will still run) 
Over temp (engine will shut down)						

GENERAL
· ROPS: Two-post foldable, certified per OSHA 1928.52 specification.						
· Curb climbing: Capable of climbing 8" curbs						
· Tie Downs: Four loops, one located on each corner of the machine.						

CUTTING DECK
HEIGHT OF CUT:
· 1"- 6" adjustable in 1/4" increments						
· Change the HOC from 1 to 6 inches in ¼ increments, by raising 
the deck hydraulically and putting the pin in the corresponding 
easy-to-see HOC hole.						

REAR DISCHARGE DECK:
· 7-gauge welded steel deck						
· 4.25" deep						
· Grass discharged out rear						
· Patented 5/16" thick rubber discharge chute cover to limit the 
throw distance of clippings						
· Width of Cut:  72"						
· Blade tip speed: 16,000±1,000 ft. / min.						
· Anti-scalp rollers around deck perimeter						
· Semi-Pneumatic Tire Assembly (front caster wheel)
· 72” Recycling kit						

CUTTER DRIVE:
· Splined PTO drives gearbox transferring power to three 
separate spindles via two separate belts						
· All spindles have 1.25" diameter shafts mounted in 9" conical 
housing with dual greaseable tapered roller bearings						

BLADES:
· Three, 1/4" thick, 2.5" wide, heat treated steel blades 						

DECK SUSPENSION:
· Rigid front frame which supports deck via 4 vertically 
suspended chains 						
· Front drag links provide Fore/aft and 
left/right stability						
· Weight transfer system consisting of two torsion springs 
counterbalances some cutting deck weight						

BELT IDLER:
· Spring loaded (torsion) idler						

DECK SIDE SKID:
· Replaceable, bolt-on, non-marking UHMW skid On both 
sides of deck						
ANTI-SCALP CUPS: One located on each blade spindle 						
CERTIFICATION
· Cutting unit meets specification of American National Standard 
ANSI B71.4 2012, safety specifications for commercial turf care 
equipment. Cutting units sold in EU meets specifications of 
European standard per ISO EN 5395.						

MACHINE DIMENSIONS WITH CUTTING DECK
· Height, ROPS up- >72 in.						
· Overall length ->97 in.						
· Overall width- > 78 in. (Rear Discharge Deck)						
· Wheel Base - > 57 in						

DESCRIPTION
SNOW REMOVAL TRACK SYSTEM (Conversion)

GENERAL:
· Unit must convert into a snow removal machine complete with 
two rubber tracks and a climate control.						

TRACTION DRIVE
· Three wheels per side with rear wheel mounted in place 
of mower traction wheel						
· Front two wheels are mounted to a walking axle that permits 
motion without losing track tension						
· Track tread is made of Kevlar® reinforced rubber compound						
· 0-8 mph ground speed						

SAFETY CERTIFICATIONS
OSHA 1928.51, SAE J1194, CSA B352.1						

HYDRAULIC LIFT
· Two foot pedals located on center of floor board 						
· Left pedal:  Raise/Lower/Hold/Float						
· Right pedal: Attachment angle control-right/left						

ATTACHMENT SYSTEM
· Quick-connect A-mount on a hydraulically powered lift arm. 						
· Quick connect PTO coupler and hydraulic connectors						

CAB SYSTEM
· Rops certified cap is heated and pressurized with the 
following standard features:						
· Heater, pressurized heater/fan, 
· Heavy duty pantograph front windshield wiper and washer
· Front windshield has 40° of visibility
· Interior mirror
· Fold away exterior mirrors
· Molded front fenders
· Tinted full glass rear window and both doors
· Rear window opens
· Quick release side window acts as emergency exit
· Rubber sound isolator cab mounts
· Upholstered interior panels and headliner
· Textured neoprene floor mat
· Interior dome light

CAB LIGHT SYSTEM
· Standard lighting consisting of head lamp, turn signals, 
flashers, and tail lamps						
· Meets ANSI/ASAE S279.12 (Lighting and marking of 
Agricultural Equipment on Highway)						

SNOW ATTACHMENTS
· [bookmark: _GoBack]Snowthrower 53”						






	PROPOSAL

	TO: CITY OF WAUPUN

	The undersigned hereby declares that they have carefully examined the requirements of the specifications contained herein, and propose to furnish and deliver to the City of Waupun the apparatus listed below. 
ONE (1) New 												




	
	NEW PRICE: 
	$		

	
Signed:													
Bidder:													
Title:														
Address:													
														
Date:														
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